














Formular pro vypocet prevodu / spojky

Data for Transmission Drive Design

A | Novy navrh / New Design 1 | Klinovy femen / V-belt
B | Zména stavajiciho prevodu / Modification 2 | Ozubeny femen / Timing belt
C | Kontrolni vypocet / Check Calculation 3 | Drazkovy femen / Poly-V belt
4 | Plochy femen / Flat belt
5 | Retéz/ Chain
6 | Hridelova spojka / Coupling
1. Motor / Motor Stroj / Machine
Typ motoru / druh stroje
Motor/Machine type
Jmenovityvykon  TTTTTTTTTTTTTTTTTOTYTTTLO o mmmmmmmmmmmmmmmmmeees
Nominal output kw kw
Krouticimoment ~  TTTTTTTTTTTTTTTTOOTTYTTLO . mmmmmmmmmmmmmmmmmmees
Torque Nm Nm
otacky 0 TTTTTTUrmmmmmmmmmmUTYmt oo mmmmmmmmmmmmmmmmmITTT
Revolutions 1/min. 1/min.
PrGmér hnaci/hnané femenice =~~~ T Tmmmmmmmmmmmmmmmmmeees
Driving/Driven pulley diameter mm mm
PrGmér hfidele motoru/stroje ~ ~~ Tt TTmmmmmmmmmmmmmmmmeees
Motor/Machine shaft diameter mm mm
Provoznidoba ~  TTTTTTTTTYTYYYYYYYYYYTYTLO o mmmmmmmmmmmmmmmmmmeeTT
Operation hours hours hod./hours
Zpisob zatizeni 00000 TR
Loading mode
2. Prevodovy pomér ~  CTTTTTTTTTTTTTTTTTTYOM
Transmission Ratio
3. Osovavzdalenost min/max. " TTTTTTTTTTTTTTTTTTTOY
Centre distance min. mm max. mm
4. Okolnivlivy ~  TTTTTTTTTTTTTTTUUYYYTTTLO o rmmmmmmmmmmmmmmmmmmTTTT
Surrounding Environment
a) chemikalie / chemicals b) prach / dust
c) olej, voda .../ oil, water ... d) jiné / other
Provozniteplota =~ TOTTTTTTTTTTTTTTYOYTYTYTTLO o mmmmmmmmmmmmmmmmmmeees
Operating Temperature C
5. Napinacikladka T
Stretching Pulley anolyes ) ne/no)
event. dopliite obrazkem s rozméry
Supply dimension drawing please a) vnitni/inner b) vnéjsi/outer
6.  Pozadavky / Requirements
Pozadovana zivotnost
Required life span hours hod.
Pozadovana hlugnost ~  ~ TR
Required noise level dB dB
Min./max. $itka femenice =~ T
Pulley min./max. width min mm max. mm
7. Povrch. vrstva-transport T TTTTTTTTTTTTTTRTO . mmmmmmmmmmmmmmmmmeees
Surface Finish - Transport
8.  Pozn./Note
Pozaduje / Required by:
Firma / Company TYMA CZ, s.r.o.
Jméno / Name Na Piskéch 731/12
Adresa / Address 400 04 Trmice
Tel.:
Fax.: V pripadé potreby dopliite nakresem prevodu.
E-mail: If necessary, a drawing can be required.
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Usti nad Labem

Velké Mezifici /
Fulnek

Sidlo firmy a centrélni sklad /
Headquarters

TYMA CZ, s.r.o.

Na Piskach 731/12

CZ - 400 04 Trmice

Tel.: +420 475 655 010

Fax: +420 475 655 018
E-mail: info@tyma.cz

http: www.tyma.cz

e-shop: www.remeny-online.cz

Regionalni obchodné-technické kanceldre /
Engineering office - sales representative

e Bohumil Kaplan - Region Praha, Stfedni Cechy
Kancelar Usti n. L. - Tel.: +420 603 825 701

e Miroslav Adamec - Region Zapadni a Jizni Cechy
Kanceldf Bilina - Tel.: +420 603 838 757

e Jan Kaplan - Region Severni a Vychodni Cechy
Kancelar Usti n. L. - Tel.: +420 604 383 318

e Ing. Josef Marek - Region Jizni Morava
Kancelafr Velké Mezifici - Tel.: +420 737 942 025

e AleS Ohnheiser - Region Severni Morava
Kancelar Fulnek - Tel.: +420 739 633 650





